Fle Name: F\Jobfiles\Mountain View Senlor Center\P1-1dwg

Plot Date: April 16, 2005 - 7:41 am

A
Plumbing Fixture Piping Schedule l o — Y, SOIL OR WASTE PIPING ABOVE FLOOR
_ ’
. : INSTALL SELF—-REGULATING VALVE SET AT 115%F. EXPANSION TANK P ] SOIL OR WASTE PIPING BELOW GRADE/FLOOR FIRE PROTECTION
IXTURE TYPE UNDER INSULATION : 1— ———— RW RAINWATER LEADER PIPING
WASTE VENT | COLD WATER | HOT WATER | COLD WATER | HOT WATER - 2 115F. WATER TO TOILET ) T PG LEFLER ENGINEERING, INC.
, ROOMS OR AS SHOWN cm—————— :
WATER CLOSET » . " R » - » : 1651 Second Street
(FLUSH VALVE) 4 2 11/4 1 1.6 GALLONS/FLUSH (MAXIMUM) BALL VALVE, TYPICAL 0D WATER PPING ——— oW COLD WATER PIPING | San Rafael, CA 94901
URINAL o 11/2" 1 R 3/4" — DIELECTRIC UNION, TYPICAL I-* - - 3, /—,1__3%&2 g/sAng ;‘g ggé:\m:rq ——— — HW HOT WATER PIPING (415) 456-4220 (415) 456-1248 fax
» » . » . . 1.1/2° TRAP & TRAP ARM. WATTS 100XL, ASME RATED === R {_ » ) — — G. GAS PIPING
LAVATORY 2 11/2 3/4 3/4 1/2 1/2 oL CEANGUT N TRAE. TEMPERATURE AND PRESSURE -“ I L S MOPEHER N PLUE PIPE.
. . . . . . RELIEF VALVE, TYPICAL 1" " COMBUSTION AIR PIPES AND RU —C— D CONDENSATE DRAIN PIPING
SINK 2 11/2 3/4 3/4 1/2 1/2 INSTALL CLEANOUT IN TRAP L THROUGH ROOF. CONNECT DRAIN e F e F FIRE PIPING
| WATER HEATER, TYPICAL. , PIPE AND RUN TO TERMINATE ‘
. WH—1 WH-—2
DRINKING FOUNTAIN 2" 11/2° 34 — 1/2" — - TERMINATE OUTSIDE BUILDING T UNION. TYPICAL - —0  COTG FCO  CLEANOUT TO GRADE, FLOOR CLEANOUT
i THROUGH FACE OF WALL AT £h ' ' i S— WCO WALL CLEANOUT
FLOOR DRAIN 3 o" 1 jgmen - - - THE PAVING OR SPLASH BLOCK, ~— LUBRICATED GAS COCK, TYPICAL
AT INSIDE AND OUTSIDE OF s : — FLOOR : : ’ :
INSIDE HOSE BIBB — 3/4" — 1/2" —_— | WALL PENETRATION. /] ] 1 ] DIRT LEG WITH CAP, TYPICAL VIR VENT THROUGH ROOF
SHOWER 2" 11/2" 3/4” 3/4” 1/2" 1/2" PRESSURE BALANCED SHOWER VALVE SOLT STRAP T0 WALL FRAMING we WATER CLOSET
’SBTngUSGTER o T\‘,MP?CEASALV' WITH 3/8"6x3” LAG BOLTS UR URINAL
g AND WASHERS, TYPICAL LAy LAVATORY
O A R R R
*  TO WITHIN 5 FEET OF FIXTURE OR CLOSER
. . e | RVICE SINK
I w TRAP PRIMER E . E Detail — Water Heater Piping NOT TO SCALE | SSK . g oC
SK SINK L l
SH SHOWER LL! l—' <
I
DF DRINKING FOUNTAIN > Z u>_J S
HB HOSE BIBB 4 g“
Gas Water eater Schedule DESIGNATION OF SHEET NOTE #1 Z LLI L
H NOTE: RISER MUST BE SCHEDULE 40 PIPE © — i —
' - - (E) EXISTING L =
RECOVER POWER <
MODEL STORAGE GAS INPUT OATE REMARKS . N) NEW I
NO. GAL. (BTUH) -, WS P R 4— PIPING TO HYDRAULICALLY CALCULATED - 0 23
FIRE SPRINKLER SYSTEM \ TYP. TYPICAL '
L =
WH-1 A.O. SMITH BTH-150 100 150,000 171 115 1 5.0 | INSTALL MUFFLER IN FLUE PIPE PRESSURE GAUGE WITH GAUGE COCK | -—Yﬁ-— GAS COCK Z O o %
~ —_—D<J— GV GATE VALVE —
Z O
I WH-2 A.0. SMITH BTH~-150 100 150,000 17m 115 1 5.0 INSTALL MUFFLER IN FLUE PIPE | INSPECTORS TEST VALVE \ Dk B.v. BALL VALVE D N g
‘ , SIGHT GLASS ‘ ()
—N—  cH W CHECK VALVE
_ UNION ORIFICE \é_”'.? FLOW SWiTCH 2 bu)
. —— STRAINER
. 2 "'_}l' :ﬁ. CHECK VALVE i FINISHED FLOOR
CATE VALVE, TYPICAL —] 4 BUTTERFLY VALVE WITH | . INV. INVERT
TERMINATE_OUTSIDE BUILDING TAMPER SWITCH | e ELEVATION
THROUGH FACE OF WALL. SEE CONTINUATION ON SITE PLAN :
INSTALL ESCUTCHEON. 4,,__’
SEE CIVIL ENGINEERING DRAWINGS FOR
BACKFLOW PREVENTOR. POST INDICATING
VALVE, FIRE DEPARTMENT CONNECTION,
AND OTHER SERVICE REQUIREMENTS.
*100°F RISE I Sprinkler Piping Diagram NOT TO SCALE I

Plumbing Legend

Hot Water Heat Trace Tape Schedule o ' CONCENTRIC VENT | General Note Regarding Fire Sprinklers]

: HEAT
MODEL TRACE REMARKS

IT SHALL BE THE COMPLETE RESPONSIBILITY OF THIS DIVISION TO

NO. PHASES | | TEMPERATURE

FLUE \'] PROVIDE A NEW FIRE SPRINKLER SYSTEM AS REQUIRED TO COMPLY
e ————— | NG S WITH NFPA 13 AND THE REQUIREMENTS OF THE LOCAL BUILDING |
RAYCHEM HWAT—G2 115¥. FLASHING CLAMP, SET CLAMP || AND FIRE DEPARTMENTS. PROVIDE COMPLETE HYDRAULIC
IN HEAVY BEAD OF MASTIC || CALCULATIONS TO SHOW COMPLIANCE WITH NFPA 13 AND ALL DATE: APRIL 18, 2005
RAYCHEM HWAT—R2 140F \ L 2-0" MIN. OR AS INDICATED STATE AND LOCAL CODES. THE FIRE PROTECTION CONTRACTOR
- 20 GAUGE GALVANIZED STEEL B s ON THE DRAWINGS SHALL PROVIDE SHOP DRAWINGS SHOWING THE LOCATIONS OF ALL
FLASHING CONE | SPRINKLER HEADS, SPRINKLER RISER, WATER SERVICE, AND ALL REVISIONS:
L1 INTERIOR DISTRIBUTION PIPING. DRAWINGS AND CALCULATIONS
|l — SHALL BE REVIEWED AND APPROVED BY THE FIRE DEPARTMENT
ROOFING b < . I AND THE ARCHITECT PRIOR TO STARTING ANY CONSTRUCTION. ALL
- 1" MINIMUM ALL AROUND DRAWINGS AND CALCULATIONS SHALL BE SIGNED BY A LICENSED
=t - FIRE SPRINKLER CONTRACTOR.
' i — FRAME AROUND WITH 2" X WOOD
11 - BLOCKING THE FIRE SPRINKLER SYSTEM MUST BE FULLY SUPERVISED BY
I 20 GAUGE SHEET METAL LINING. FLOW AND TAMPER SWITCHES THAT ARE CONNECTED TO A FIRE
I ALARM SYSTEM.
\| ' PVC INTAKE/COMBUSTION AIR
NOTE: ROOF FLASHING SHALL BE IN ACCOKDANGE L : THE HYDRAULIC CALCULATIONS AND DESIGN DRAWINGS NEED TO BE
NOTE: SIGNED BY A FIRE PROTECTION ENGINEER WHO IS LICENSED IN THE
WITH NATIONAL ROOFING CONTRACTORS PVC VENT/EXHAUST
ASSOCIATION GUIDELINES. / STATE OF CALIFORNIA.
Detail — Flue Through Roof NOT TO SCALE I
‘ CONSTRUCTION
SET
General Nofes: , |
| SRS S0 2% MR T TRANG FocF oR P00k o
- OCCURS SEE STRUCTURAL .
h:ﬁg;—ARL%SVABLE BACKFLOW PREVENTION DEVICE SHALL BE ~ | SUPERSTRUT SERIES 200 AB214 g%;?%SIN?R WEE A / 2 prcﬁ gﬁpmg,%g) Bp%LéTs'
ON ALL EXTERIOR HOSE BIBS. CPC 603.4.7 ANSLE [ITTING WITH GUSSETT, . BN | SUPPORT OR 18” O.G.
—< WHICHEVER IS GREATER
THE MINIMUM SLOPE OF ALL DRAINAGE PIPING TO BE 1/4” . gl
PER .
FOOT. CPC 708 SHEET TITLE:
PLUMBING VENTS SHALL TERMINATE AT LEAST 10 FEET gﬁNm_Bon, TYPICAL 2 PER ] N
HORIZONTALLY 3/8" BOLTS, NUTS AND WASHER 3/8'¢ BYE BOLT. TYPIC — Il
FROM, AND AT LEAST 3 FEET ABOVE ANY OPENABLE HPICAL 2 PER ANGLE CLIP : U A
30 DEGREES, MINIMUM
WINDOW, . SUPERSTRUT 702 PIPE
OPENING, AIR INTAKE OR VENT SHAFT — PARTICULARLY AT - 3/87¢ ALL THREADED ROD CLAMP PLUMB'NG
THE AREA ( 1/8" AIRCRAFT CABLE, TYPICAL
SEPARATION WALL (I.E., THE VENT MUST BE AT LEAST 3 _ . ~
FEET FROM , : SUPERSTRUT NO. 702 PIPE CLAMP éH ;ﬁg%_sgggggla% WALL SCH EDULES,
THE PROPERTY LINE). CPC 906.2 SUPERSTRUT NO. A—1200 CHANNEL :
) o | LEGEND,
PRIOR TO BEING CONCEALED, PIPING PENETRATIONS AT FIRE NOTE: SPACING OF PIPE SUPPORTS \
RESISTIVE ASSEMBLIES SHALL BE INSPECTED TO VERIFY | — SHALL BE AS SPECIFIED. ' DETA"_S & NOTE
COMPLIANCE . WASHER AND LOCKING NUT, TYPICAL
WITH THE FIRE RESISTANCE RATING. CPC 1505.5 _
r ® ® » L *
ALL EQUIPMENT SHALL BE LISTED BY A NATIONALLY Detail — Piping Support NOT TO SCALE Detail — Pipe Support Off Wall n~ot 1o scak

TESTING LABORATORY AND PROPERLY LABELED. CEC 110-2

DRAWN BY: ~ MN SHEET
CHECKED BY: MJL P1.1
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